
IRAQI BITUMAN SPECIFICATIONS AND PACKAGING 

Test Specification Unit Test Method 
Penetration @25°C 50-70 mm/10 EN 1426 
Softening Point (R & B) 46-54 °C EN 1427 
Kinematic Viscosity @ 135°C 295 Min mm2/s EN 12595 
Solubility in Trichloroethylene 99 Min % EN 12592 
Flash point 230 Min °C EN ISO 2592 
Dynamic Viscosity @ 60°C 145 Min Pa.s EN 12596 

Resistance to Hardening at 163° 
Change of Mass 0.5 Max % EN 12607-1 
Retained Penetration 50 Min % EN 1426 
Increase in softening point 9 Max °C EN 1427 

 

RECOMMENDED WORKING TEMPERATURES 

- Storage temperature (°C): < 165 

- Mixing temperature (°C): 150–160 

- Compaction temperature (°C): 120–140 

 

APPLICATIONS 

Bitumen 50–70 is suitable for road construction, waterproofing and repairs. It has very high 
performance in terms of resistance to ageing and plasticity which makes it a great product 
in the road paving sector for the realization of asphalt mixtures for roadways, runways, 
pavement, track race, Industrial zones and landing platforms. 

PACKAGING 

Our bitumen is available in a range of packaging options, including: 

- Jumbo bags: 1 MT 

- Steel drums: 150kg, 180kg, 220kg 

All packaging is weatherproof and engineered for safe, efficient handling and transportation 
in diverse operating environments. 
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